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Geotextiles and Industrial Fabrics Sectional Committee, TX 30 


FOREWORD 


This Indian Standard was adopted by the Bureau of Indian Standards after the draft finalized by the Geotextiles 
and Industrial Fabrics Sectional Committee had been approved by the Textile Division Council. 


This standard is technically equivalent to ISO 9862:1990 ‘Geotextiles — Sampling and Preparation of Test 
Specimen’ issued by the International Organization for Standardization (ISO). 


This standard has been developed simultaneously in Hindi also and hence has been published bilingually. In 
case of dispute in interpretation English text shall be authentic. 
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ANAI HTTP 


qq gare — gh oa sie war Q fA 
TA aR Peay 


Indian Standard 
GEOTEXTILES — SAMPLING AND PREPARATION OF 
TEST SPECIMENS 
1 fasa aa 1 SCOPE 


1.1 38 AR AMS Š q gee H aah om sik 
aa à Wert a dar oe $ aay Raia 
fey my ÈI 

1.2 à Rai Va è sq ñ angfta wh q gene qç 
ay Š | 

2 fafa 


2.1 are Am 
2.1.1 oy PI TII 


2.1.1.1 faa Vet S aaa are stri, waa Gear 
wma val ot wena È arpa qq at we 


2.1.1.2 aaa fea ma ta afte + & aie afe 
fata ç ad A ata è fav guar Wem 4 
fear wa A, a saa ates ara od a wey 
+ etl 


2.1.2 perg 


2.1.2.1 af we fee TA ae Wal Q Way š 
Wan Ta @ Gen, saa pA ae aay fore 
Mat Q aR Š ae wea wr a we 
2.1.2.2 Wa A cect a aeal @ art a ct 
UATE | 
2.1.2.3 IT Va Mh OF ASE A % | aa at perg 
am A fen (sees feen señ Wa a cas a 
Rn) è siqaq 8 | Sa Aa A cars Bort arava A, 
Wer FE QR oe & few vata a 
art À Q TA 2.2 È sR ae we 
4 


A ah a aaa ad way 


1.1 This Indian Standard provides general principles 
for sampling of geotextiles and preparation of test 
specimens from the samples. 


1.2 The principles are applicable to all geotextiles 
supplied in rolls. 


2 PROCEDURE 


2.1 Sampling 
2.1.1 Selection of Rolls 


2.1.1.1 The number of rolls from which samples are 
cut shall be as agreed to between the parties involved. 


2.1.1.2 Each roll selected shall not be damaged and 
the wrapping, if any, shall be intact except in case the 
roll has been subjected to tests in connection with the 
claims of the manufacturer. 


2.1.2 Cutting 


2.1.2.1 Information regarding the number of test 
specimens, their shape and any other requirement 
shall be obtained for all tests to be made on the sample. 


2.1.2.2 The first two turns of the roll shall not be used 
for sampling. 


2.1.2.3 Cut from the roll, over its full width, 
perpendicular to the machine direction (production 
direction — roll length direction), the length necessary 
to obtain all the specimens required, distributed in 
accordance with the principles described in 2.2. 


2.1.2.4 Since specimens shall not contain damaged 
parts as defined in 2.2.2, either such parts shall be 
avoided in selecting the sample, or the sample shall 
be cut large enough to obtain the necessary number of 
acceptable specimens. 
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2.1.3 ah H yea 


2.1.3.1 af y ae a ai aR HF acel 3 vata 
Hay A, A qr qç arest aie aie ate a) gears 
< fer fra Gri art | 


2.1.3.2 ah b am A fen air $ fers fet ara 
fre saed, aR a fae) ot van fea aie) 


2.1.3.3 ari uq usar & fe freafeftea yar 
afpa Hy one: 


— gs /seree /arafted; 

— fe Q ar š fea, saeg, gor 
Bat seat Ys; 

— Va wen, a as sea gear fare afe 
aha va 81 fv & vas A afta wei Q 
Hoag =l an 

— ah om at fata 


2.1.3.4 AR aah 4 Q TA Gd a Hes a, at 
ITÀ YS, ga-ga Vd ARN wr À ode aH 
ae wa re ote se werahe wd afew aff a 
aay Ta STQ| aT @T Vet TATA STN, UR 
gua) Ts + TTY N | 


2.2 TÀ da ae 


2.2.1 Wels WER è Wem & fey ofa Gen À 
TA aah È A wel W ge ae, sh ah at 
We wag aR rere À WAM aay qç A, WY Beat 
fear A 100 fret a afte fre + et 

2.2.2 fafa & al ot sifa è fey fey aA qa 
uta eq, fr a ae aqal al Sgp 
(ee Gs 2.1.1.2), TE À ye, areata aa, FAC, 
fea sera frat & are darvas ane eae alg a eT 


2.2.3 te A ver Q Wem Q few at a afte 
TA $ UH l aged A aq WHA Š Faq STIÇ | 
afe Val Sa BAT 4 Bl (GS Va H HF dress FS 
Hr), A arr a Rate qen adem RAE À ga 
anma Gl va feu at ST | 


2.2.4 daca sa Refs a BER wa AART wer 
ae a TA aA se am aw femal 4 & ae 
a | wa whem ff ç aR AAA We aM at 
Ra afra mA Saga A, A NTA uç aT aM 
A Rn p fers aA R A afa oe fear ag 
HAT AA Bl a A TY af ga ae 3 fal 
VER GWA SH Ge Yous 4 A| 


2.2.5 TA SA RJE ame È gre wie, À fat 
wie faery & fay arava a) fora when š 
amami À Rya ma ar faery qg A, was fav 
+q sated aga A as fay og ale saat Wer 


2.1.3 Identification of Sample 


2.1.3.1 When the two faces of the geotextile are 
significantly different, the sample shall be marked to 
show inside and outside face. 


2.1.3.2 Another mark (for example, an arrow) shall 
be used to indicate the machine direction of the sample. 


2.1.3.3 The sample shall be marked for identification 
purposes with the following information: 


—  brand/producer/supplier; 

— type description, for example, quality number 
or grade; 

— roll number or other identification if more 
than one roll of the same type is sampled; 

— date of sampling. 


2.1.3.4 If not being cut into specimens immediately, 
the sample shall be kept in a dry, dark place, free from 
dust, at ambient temperature and shall be protected 
against chemical and physical damage. The sample 
may be rolled up but not folded. 


2.2 Preparation of Specimens 


2.2.1 For each type of test, the required number of 
specimens shall be cut from positions evenly 
distributed over the full width and length of the sample 
but not closer than 100 mm to the selvedge. 


2.2.2 Except for specimens in respect of tests to be 
made in connection with claims (see 2.1.1.2), 
specimens shali not contain any dirt, irregular areas, 
creases, holes or other visible defects of accidental 
origin produced subsequent to manufacture. 


2.2.3 For the same type of test, the same longitudinal 
or tranverse position of two or more specimens shall 
be avoided. If unavoidable (for example due to narrow 
roll width), a note to this effect shall be included in 
the sampling report as well as in the test report. 


2.2.4 Except when additional tests are required, the 
specimens shall be cut along the machine and 
transverse directions. When the test procedure calls 
for the specimen to be marked with the machine 
direction, the marking indicating the machine 
direction on the sample shall be transferred to the 
specimen, or the specimen shall be kept separate in 
such a way that there is no risk of a misunderstanding. 


2.2.5 The specimens shall be cut to the accuracy 
required for the particular test. In tests, where accuracy 
of dimensions is of special importance, the specimens 
may be cut to an oversize and shall be cut or frayed to 


$ Wa TM è we A A-AA Mga @I Hier 
WN AIM FH Usa TH VIS STT | 


2.2.6 TT A vem Gael garia wanda 
eet aaa ox ft afpa fora ary i 

2.2.7 fasten feonga fay ay y aenfe aera 
qd we area è ar š faega fda Puifta fa 
wie ok g+ ARN or ast Gaur A agora fara 
OTN | 


2.2.8 ae weg È oR y Gene È cHs Ha ww 
wie sera wad A Maras at reat aa ay, at 
Wen or dp del os wh cas TAS we A 
weg SIIQ | afe cast ot dren AA À + sare STI ae 
ar ae Wem Roa wafaa AA a Aa A, 
A wae Hot gA BH ASEM aah aA a fear 
$ wea way RE š at A SIQI 


2.2.9 Wert a aa TE YS, Yor Fad Td ANR 
war Š oRae aoa qç eed SIT alk wet arate 
gq Ae aff A sa aT] 


3 ara eri at Rare 
aria om at Rare 4 Preafefeaa faqvol wife gt: 

P) ve wo fe aha sa AAG G aq 
amg ak way A eA Tri Q aqer 
dar fey ay; 

a) wet è waa, aaa oA ak aH Qam 
ard Gy ta Š ang feet faery ara a 
Rar, yen: 

— Sel A MT oT sa wT À alee 
ar, 

— yas & gr aw Pel TET, 

— we & yar & Wem è fay daa 
aye seat aapre fen 4 +q AÀ 
Ol saan; 

+T) Ae afr a aw fae 3 fart vor è 
yRada or fa | 

a) sr eres A fa sie aaa fare +q Veil 
a day Tee | 
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the exact dimensions only after conditioning. 


2.2.6 The identification markings of the sample shall 
be carefully transferred to all test specimens. 


2.2.7 Before cutting structured geotextiles, detailed 
instructions for cutting shall be laid down, and these 
instructions shall be followed with great care. 


2.2.8 If tne cutting causes fragments of the geotextiles 
to become loose, or if accidental fraying occurs, all 
loose fragments shall be kept with the specimen until 
the test is carried out. If the loosening of fragments 
cannot be avoided and this is likely to influence the 
test result, the fact that loosening has occurred shall 
be reported in the sampling report as well as in the 
test report. 


2.2.9 The specimens shall be kept in a dry, dark place 
free from dust, at ambient temperature and shall be 
protected against chemical and physical damage until 
the test is performed. 


3 SAMPLING REPORT 


The sampling report shall include the following 
particulars: 


a) A statement that the sampling and 
preparation of specimens was performed in 
accordance with this standard; 


b) Details of any special observations made dur- 
ing the selection, sampling or preparation of 
specimens, such as: 

— an unusually high number of defects, 

— loosening of fragments from the 
geotextile, 

— the necessity for taking specimens for the 
same test in longitudinal or transverse 
direction only, 


c) Details of any deviation from the specified 
sampling procedure; and 


d) The date of cutting of the sample, and the 
reference numbers of the rolls selected. 


Bureau of Indian Standards 
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